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P LTR DESCRIPTION DATE DWN APVD
C4 | REVISED PER ECR-25-255998 158EP2025| SA |DSC
D
AN : LR7189
BODY WIRE RANGE FLLEStEe%BS @® Certified
INSULATION SERRATIONS 12-10 AWG 12-10 AWG 12-10 AWG
SOLID OR STRANDED SOLID OR STRANDED SOLID OR STRANDED
SLEEVE
1 TONGUE MATERIAL THK: 1.02+0.05[.040+.002]
RS
K\m\ = N ¢
S T / 4.34+0.08 0.3 2 FOR WIRE INSULATION DIA: 3.81[.150] TO 5.84[.230]
EEnTy . [.171£.003] [ 406]
> T \/\ FOR M4[#8] STUD /3\ STAMP AMP 12-10% APPROX AS SHOWN
o
= - L — — x h ! /2\ DIMENSION APPLIES FROM EDGE OF METAL
0.79 ) WIRE BARREL TO CENTER OF STUD.
cl | e ] /5\ MATERIAL:
v 52A BODY&SLEEVE: COPPER PER ASTM B152
: > | 5.16x0.135 INSULATION: NYLON.
= [296] —== [.203+.005]
N o 53 MIN A FINISH:
587 BODY&SLEEVE: TIN PLATE PER ASTM Bb545
[MAX } INSULATION: COLOR—-YELLOW
2/7.813
= [1.095] ——
MAX
. 50 LOOSE PC, BOX 8—352588—2
T KIT = 100 PIECES LOOSE PIECE 6—52588—0
2500 ON TAPE REEL 2—352588—1
500 LOOSE PIECE 32588
o aTY PACKAGE TYPE PART NO
AMP |NCORPORATED THIS DRAWING IS A CONTROLLED DOCUMENT. ™% o\ o p 22 ——TE IE Conmectivity
CHK 21MART2 —9
CUSTOMER SERVICE SYSTEMS OVENSIONS: —TorEmces s — [ tOHDE DANIEL
FOR ADDITIONAL PRODUCT RECOMMENDED OPERATING TEMPERATURE: mm _[INCHES] - . _ROADE_DANIEL WIRE TERMINAL,
A | INFORMATION OR COPIES | PRODUCT INFORMATION CENTER 105°C [221°F] 1 PC i B P.I.D.G SPADE,
TECHNICAL DOCUMENTS 1780075226752 VOLTAGE RATING: @gé Etg f(i.zo[.oosj APPLICATION SPEC WIRE SIZE: 12—=10 AWG
FOR APPLICATION TOOLING ASSISTANCE CENTER SO0V MAX moss T 4y - D e
TOOLING INFORMATION 1-800-722—1111 WIRE CROSS SECTIONAL AREA RANGE: MATERIAL ii Fn ii e — A3l00779(C=32588
FOR ORDER ENTRY 1-800-526-5142 2:62-564mm? [5,180°15.100] CUSTOMER DRAWING SHE o [ [P,

1470-19  (1/15)




	Sheets
	Layout1


